Arkusz danych produktu

Specyfikacje

Harmony XB5, gtowka przetgcznika
3 potozeniowa, stabilna, czerwona,
plastikowa

ZB5AD3
Parametry podstawowe
Gama produktow Harmony XB5
Typ produktu lub komponentu Gtéwka przetgcznika
Skrécona nazwa urzadzenia ZB5
Materiat maskownicy Dark grey plastic
Srednica montazowa 22 mm
Typ gtowicy Standard
Sprzedaz zgodnie z 1
niepodzielng liczbg
Ksztaflt gtéwki elementu Okragty
sygnalizacyjnego
Typ elementu napedowego Stabilny - potozenie zaryglowane
Rodzaj elementu napedowego Czarny Standardowe pokretto
Potozenie elementu 3 pozycje +/- 45°
napedowego
Parametry uzupetniajace
CAD szerokos¢ catkowita 29 mm
CAD wysokos¢ catkowita 29 mm
CAD gtebokosé catkowita 46 mm
Masa produktu 0,017 kg
Trwato$s¢ mechaniczna 1000000 cykl
Nazwa stacji XALD 1...5 wyciecia

XALK 2...5 wyciecia

Kod sktadu elektrycznego C3 dla <6 zestyki z uzyciem pojedynczy bloki w montaz z przodu
C4 dla <6 zestyki z uzyciem pojedyncze lub podwdjne bloki w montaz z przodu
C5 dla <5 zestyki z uzyciem pojedynczy bloki w montaz z przodu
C6 dla <5 zestyki z uzyciem pojedyncze lub podwdjne bloki w montaz z przodu
C7 dla <4 zestyki z uzyciem pojedynczy bloki w montaz z przodu
C8 dla <4 zestyki z uzyciem pojedyncze lub podwdjne bloki w montaz z przodu
C11 dla <3 zestyki z uzyciem pojedynczy bloki w montaz z przodu
SF1 dla <3 zestyki z uzyciem pojedynczy bloki w montaz z przodu
SR1 dla <3 zestyki z uzyciem pojedynczy bloki w montaz z tytu

Wylgczenie odpowiedzialnosci: Niniejsza dokumentacja nie petni funkcji zastepczej i nie powinna byé wykorzystywana do okreslenia niezawodnosci lub przydatnosci opisanych w niej produktéw do konkretnych zastosowan uzytkownika

Prezentacja urzadzenia Podstawowy element

Srodowisko pracy

Pokrycie ochronne TH
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Temepratura otoczenia dla -40...70 °C
przechowywania
Temperatura otoczenia dla -40...70 °C

pracy urzadzenia

Kategoria przepiec¢

Stopien ochrony IP

Klasa 2 zgodnie z IEC 60536

IP67 zgodnie z IEC 60529
IP69 zgodnie z IEC 60529
IP69K

Stopien ochrony NEMA

NEMA 13
NEMA 4X

Odpornos¢ na myjke
wysokocisnieniowg

7000000 Pa w 55 °C, odlegtos¢: 0.1 m

Stopien ochrony IK

IKO6 zgodnie z IEC 50102

Normy

EN/IEC 60947-5-1
UL 508

CSA C22.2 Nr 14
JIS C8201-5-1
EN/IEC 60947-1
EN/IEC 60947-5-4
JIS C8201-1

Certyfikaty produktu

LROS (Lloyds register of shipping)
DNV

GL

z certyfikatem UL

BV

CSA

Odpornos¢ na wibracje

Odpornosé na wstrzasy

Jednostka opakowania

5 gn (f= 2...500 Hz) zgodnie z IEC 60068-2-6

30 gn (czas trwania = 18 ms) dla przyspieszenie potfali sinusoidy zgodnie z IEC 60068-2-27
50 gn (czas trwania = 11 ms) dla przyspieszenie potfali sinusoidy zgodnie z IEC 60068-2-27

Unit Type of Package 1 PCE
Number of Units in Package 1 1
Package 1 Height 3,7cm
Package 1 Width 5,4 cm
Package 1 Length 5,9 cm
Package 1 Weight 23¢9
Unit Type of Package 2 BB1
Number of Units in Package 2 5
Package 2 Height 4,5cm
Package 2 Width 3,4cm
Package 2 Length 26,5cm
Package 2 Weight 119g
Unit Type of Package 3 S03
Number of Units in Package 3 200
Package 3 Height 30cm
Package 3 Width 30 cm
Package 3 Length 40 cm
Package 3 Weight 5,285 kg

Oferta zrbwnowazonego rozwoju

Stan trwatej oferty

Produkt Green Premium

Rozporzadzenie REACh

Schneider
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https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB5AD3_REACH_DECLARATION&p_FileName=ZB5AD3_REACH_DECLARATION_PL_pl-PL.pdf

Bez SVHC REACh Tak

Europejska dyrektywa RoHS Zgodnos¢ z pro-active (produkt poza zakresem obowigzywania dyrektywy UE RoHS)

Bez toksycznych metali ciezkich  Tak

Bez rteci Tak

Informacje na temat zwolnienia
z RoHS

Norma RoHS Chiny

Ujawnienie informacji o wptywie
na srodowisko

Kulistos¢ - profil

Warunki gwarancji

Gwarancja 18 miesiecy
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https://download.schneider-electric.com/files?p_Doc_Ref=ZB5AD3_ROHS_DECLARATION&p_FileName=ZB5AD3_ROHS_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB5AD3_ROHS_DECLARATION&p_FileName=ZB5AD3_ROHS_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=ZB5AD3_ROHS_CHINA_DECLARATION&p_FileName=ZB5AD3_ROHS_CHINA_DECLARATION_PL_pl-PL.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP1710010EN
https://download.schneider-electric.com/files?p_enDocType=Circularity+Profile&p_Doc_Ref=ENVEOLI1710010EN

Arkusz danych produktu

Dimensions Drawings

ZB5AD3

Dimensions
mm
in
27 19 \ @285
1.08 075 @1.12
4 On | Schneider
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Arkusz danych produktu ZB5AD3

Mounting and Clearance

Panel Cut-out for Pushbuttons, Switches and Pilot Lights (Finished Holes, Ready for Installation)

Connection by Screw Clamp Terminals or Plug-in Connectors or on Printed Circuit Board
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(1) Diameter on finished panel or support
(2) For selector switches and Emergency stop buttons, use of an anti-rotation plate type ZB5AZ902 is recommended.

(3) @22.5 mm recommended (222.3 ,***) / @0.89 in. recommended (20.88 in. ;"'

Connections ain mm ainin. b in mm binin.
By screw clamp terminals or plug-in connector 40 1.57 30 1.18
By Faston connectors 45 1.77 32 1.26
On printed circuit board 30 1.18 30 1.18

Detail of Lug Recess

mm

(1) Diameter on finished panel or support
(2) For selector switches and Emergency stop buttons, use of an anti-rotation plate type ZB5AZ902 is recommended.

(3) @22.5 mm recommended (@22.3 ,"**) / @0.89 in. recommended (20.88 in. """
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Arkusz danych produktu ZB5AD3

Mounting and Clearance

Pushbuttons, Switches and Pilot Lights for Printed Circuit Board Connection

Panel Cut-outs (Viewed from Installer’s Side)
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A: 30 mm min. / 1.18 in. min.
B: 40 mm min. / 1.57 in. min.

Printed Circuit Board Cut-outs (Viewed from Electrical Block Side)
Dimensions in mm
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BsT2

| (A+18,1)T2
(A1+18,1)2T2

(A2+181)1:T2

L {An+18.1)}4T2 o
A: 30 mm min.
B: 40 mm min.
Dimensions in in.
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A: 1.18 in. min.
B: 1.57 in. min.

General Tolerances of the Panel and Printed Circuit Board
The cumulative tolerance must not exceed 0.3 mm /0.012 in.: T1 + T2 = 0.3 mm max.

Installation Precautions
® Minimum thickness of circuit board: 1.6 mm / 0.06 in.
® Cut-out diameter: 22.4 mm £ 0.1/0.88 in. + 0.004
® Orientation of body/fixing collar ZB5AZ009: + 230 (excluding cut-outs marked a and b).
® Tightening torque of screws ZBZ006: 0.6 N.m (5.3 Ibf.in) max.
e Allow for one ZB5AZ079 fixing collar/pillar and its fixing screws:
o every 90 mm/ 3.54 in. horizontally (X), and 120 mm / 4.72 in. vertically (Y).
o with each selector switch head (ZB5AD-+, ZB5AJ+, ZB5AGs).

The fixing centers marked a and b are diagonally opposed and must align with those marked 4 and 5.

ZBS AZ079
ZBE 70e/ZBV Be7
ZBZ 01e
(4

ZBZ 006

Urea 1y

49,75+0.3

1.96+0.012
55,4 max
2 18 max

(1) Head ZB5AD-

(2) Panel

(2) Nut

(4) Printed circuit board
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Mounting of Adapter (Socket) ZBZ01-

1 2 elongated holes for ZBZ006 screw access

2 1 hole @ 2.4 mm + 0.05/0.09 in. + 0.002 for centring adapter ZBZ01+

38x@1.2mm/0.05in. holes

4 1 hole @ 2.9 mm £ 0.05/0.11 in. £ 0.002, for aligning the printed circuit board (with cut-out marked a)
5 1 elongated hole for aligning the printed circuit board (with cut-out marked b)

6 4 holes @ 2.4 mm / 0.09 in. for clipping in adapter ZBZ01+

Dimensions An + 18.1 relate to the @ 2.4 mm + 0.05/0.09 in. £ 0.002 holes for centring adapter ZBZ01-.

Sclpyider
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C3
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C4
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C5
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C6
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C7
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C8
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Codes C9, C11, SF1 and SR1
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Arkusz danych produktu ZB5AD3

Technical Description

Electrical Composition Corresponding to Code C15

1N/O

e

1N/C

Ir——

1 N/O + N/C or 1 N/O + N/O or 1 N/C + N/C
4l
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Arkusz danych produktu

Technical Description

Legend

ZB5AD3

Single contact

Double contact

s

Light block

Possible location

2022-12-02
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Arkusz danych produktu ZB5AD3

Technical Description

Sequence of Contacts Fitted to 3-position Selector Switch Body

Position 315°

315°
Push Position Top :l
— A
Location Left Centre Right
State 1 1 0
Contacts N/O closed closed open
N/C open open closed
Position 0°
o
Push Position Top | I |
Bottom A A A
Location Left Centre Right
State 0 0 0
Contacts N/O open open open
N/C closed closed closed
Position 45°
%)
Push Position Top |:|
A ——
Location Left Centre Right
State 0 1 1
Contacts N/O open closed closed
N/C closed open open

Zalecane zamienniki

18

Schneider

2022-12-02




